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LOW DENSITY PARITY CHECK ENCODER
HAVING LENGTH OF 16200 AND CODE
RATE OF 5/15, AND LOW DENSITY PARITY
CHECK ENCODING METHOD USING THE
SAME

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application claims the benefit of Korean Patent
Application Nos. 10-2014-0106176 and 10-2014-0120011,
filed Aug. 14, 2014 and Sep. 11, 2014, respectively, which
are hereby incorporated by reference herein in their entirety.

BACKGROUND

1. Technical Field

The present disclosure relates generally to a low density
parity check (LDPC) code that is used to correct errors
occurring over a wireless channel, and, more particularly, to
an LDPC code that is applicable to a digital broadcasting
system.

2. Description of the Related Art

Current terrestrial television (TV) broadcasting generates
co-channel interference across an area within a distance that
is three times a service radius, and thus the same frequency
cannot be reused in the area within the distance that is three
times the service radius. An area in which the same fre-
quency cannot be reused is called a white space. Spectrum
efficiency significantly deteriorates due to the occurrence of
a white space.

Accordingly, there arises a need for the development of a
transmission technology that facilitates the elimination of a
white space and the reuse of a frequency with an emphasis
on reception robustness in order to improve spectrum effi-
ciency.

In response to this, the paper “Cloud Transmission: A
New Spectrum-Reuse Friendly Digital Terrestrial Broad-
casting Transmission System” published on September of
2012 in IEEE Transactions on Broadcasting, Vol. 58, No. 3
proposes a terrestrial cloud transmission technology that
facilitates reuse, does not generate a white space, and makes
the construction and operation of a single frequency network
easy.

Using this terrestrial cloud transmission technology, a
broadcasting station can transmit the same nationwide con-
tent or locally different content over a single broadcasting
channel. However, for this purpose, a receiver should
receive one or more terrestrial cloud broadcast signals in an
area in which signals transmitted from different transmitters
overlap each other, that is, an overlap area, over a single
frequency network, and then should distinguish and
demodulate the received terrestrial cloud broadcast signals.
That is, the receiver should demodulate one or more cloud
broadcast signals in a situation in which co-channel inter-
ference is present and the timing and frequency synchroni-
zation between transmitted signals are not guaranteed.

Meanwhile, Korean Patent Application Publication No.
2013-0135746 entitled “Low Density Parity Check Code for
Terrestrial Cloud Transmission” discloses an LDPC code
that is optimized for terrestrial cloud transmission and
exhibits excellent performance at low code rate (<0.5).

However, Korean Patent Application Publication No.
2013-0135746 is directed to a code length completely dif-
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2

ferent from an LDPC code length used in the DVB broadcast
standard, etc., and does not teach a specific LDPC encoding
method.

SUMMARY

At least one embodiment of the present invention is
directed to the provision of a new LDPC codeword having
a length of 16200 and a code rate of 5/15, which is capable
of being used for general purposes.

At least one embodiment of the present invention is
directed to the provision of an LDPC encoding technique
that is capable of efficiently performing LDPC encoding
using a sequence having a number of rows equal to a value
that is obtained by dividing the sum of the length of the
systematic part of an LDPC codeword, that is, 5400, and the
length of the first parity part of the LDPC codeword, that is,
720, by 360.

In accordance with an aspect of the present invention,
there is provided an LDPC encoder, including first memory
configured to store an LDPC codeword having a length of
16200 and a code rate of 5/15; second memory configured
to be initialized to 0; and a processor configured to generate
the LDPC codeword corresponding to information bits by
performing accumulation with respect to the second memory
using a sequence corresponding to a parity check matrix
(PCM).

The accumulation may be performed at parity bit
addresses that are updated using the sequence corresponding
to the PCM.

The LDPC codeword may include a systematic part
corresponding to the information bits and having a length of
5400, a first parity part corresponding to a dual diagonal
matrix included in the PCM and having a length of 720, and
a second parity part corresponding to an identity matrix
included in the PCM and having a length of 10080.

The sequence may have a number of rows equal to the
sum of a value obtained by dividing a length of the system-
atic part, that is, 5400, by a circulant permutation matrix
(CPM) size corresponding to the PCM, that is, 360, and a
value obtained by dividing a length of the first parity part,
that is, 720, by the CPM size.

The sequence may be represented by the following
Sequence Table:

Sequence Table

1st row: 69 244 706 5145 5994 6066 6763 6815 8509

2nd row: 257 541 618 3933 6188 7048 7484 8424 9104

3rd row: 69 500 536 1494 1669 7075 7553 8202 10305

4th row: 11 189 340 2103 3199 6775 7471 7918 10530

Sth row: 333 400 434 1806 3264 5693 8534 9274 10344

6th row: 111 129 260 3562 3676 3680 3809 5169 7308 8280
7th row: 100 303 342 3133 3952 4226 4713 5053 5717 9931
8th row: 83 87 374 828 2460 4943 6311 8657 9272 9571

oth row: 114 166 325 2680 4698 7703 7886 8791 9978 10684
10th row: 281 542 549 1671 3178 3955 7153 7432 9052 10219
11st row: 202 271 608 3860 4173 4203 5169 6871 8113 9757
12nd row: 16 359 419 3333 4198 4737 6170 7987 9573 10095
13rd row: 235 244 584 4640 5007 5563 6029 6816 7678 9968
14th row: 123 449 646 2460 3845 4161 6610 7245 7686 8651
15th row: 136 231 468 835 2622 3292 5158 5294 6584 9926
16th row: 3085 4683 8191 9027 9922 9928 10550

17th row: 2462 3185 3976 4091 8089 8772 9342

The accumulation may be performed while the rows of
the sequence are being repeatedly changed by the CPM size
of the PCM.
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In accordance with an aspect of the present invention,
there is provided an LDPC encoding method, including
initializing first memory configured to store an LDPC code-
word having a length of 16200 and a code rate of 5/15 and
second memory; and generating the LDPC codeword cor-
responding to information bits by performing accumulation
with respect to the second memory using a sequence corre-
sponding to a PCM.

The accumulation may be performed at parity bit
addresses that are updated using the sequence corresponding
to the PCM.

The LDPC codeword may include a systematic part
corresponding to the information bits and having a length of
5400, a first parity part corresponding to a dual diagonal
matrix included in the PCM and having a length of 720, and
a second parity part corresponding to an identity matrix
included in the PCM and having a length of 10080.

The sequence may have a number of rows equal to the
sum of a value obtained by dividing a length of the system-
atic part, that is, 5400, by a circulant permutation matrix
(CPM) size corresponding to the PCM, that is, 360, and a
value obtained by dividing a length of the first parity part,
that is, 720, by the CPM size.

The sequence may be represented by the above Sequence
Table.

In accordance with still another aspect of the present
invention, there is provided an LDPC decoder, including a
receiving unit configured to receive an LDPC codeword
encoded using a sequence corresponding to a PCM and is
represented by the above Sequence Table; and a decoding
unit configured to restore information bits from the received
LDPC codeword by performing decoding corresponding to
the PCM.

BRIEF DESCRIPTION OF THE DRAWINGS

The above and other objects, features and advantages of
the present invention will be more clearly understood from
the following detailed description taken in conjunction with
the accompanying drawings, in which:

FIG. 1 is a block diagram illustrating a broadcast signal
transmission and reception system according to an embodi-
ment of the present invention;

FIG. 2 is an operation flowchart illustrating a broadcast
signal transmission and reception method according to an
embodiment of the present invention;

FIG. 3 is a diagram illustrating the structure of a PCM
corresponding to an LDPC code to according to an embodi-
ment of the present invention;

FIG. 4 is a block diagram illustrating an LDPC encoder
according to an embodiment of the present invention:

FIG. 5 is a block diagram illustrating an LDPC decoder
according to an embodiment of the present invention;

FIG. 6 is an operation flowchart illustrating an LDPC
encoding method according to an embodiment of the present
invention; and

FIG. 7 is a graph plotting the performance of a QC-LDPC
code having a length of 16200 and a code rate of 5/15
according to an embodiment of the present invention against
E,/N,.

DETAILED DESCRIPTION

Embodiments of the present invention will be described in
detail below with reference to the accompanying drawings.
Repeated descriptions and descriptions of well-known func-
tions and configurations that have been deemed to make the
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gist of the present invention unnecessarily obscure will be
omitted below. The embodiments of the present invention
are intended to fully describe the present invention to
persons having ordinary knowledge in the art to which the
present invention pertains. Accordingly, the shapes, sizes,
etc. of components in the drawings may be exaggerated to
make the description obvious.

Embodiments of the present invention will be described in
detail below with reference to the accompanying drawings.

FIG. 1 is a block diagram illustrating a broadcast signal
transmission and reception system according to an embodi-
ment of the present invention.

Referring to FIG. 1, it can be seen that a transmitter 10 and
a receiver 30 communicate with each other over a wireless
channel 20.

The transmitter 10 generates an n-bit codeword by encod-
ing k information bits using an LDPC encoder 13. The
codeword is modulated by the modulator 15, and is trans-
mitted via an antenna 17. The signal transmitted via the
wireless channel 20 is received via the antenna 31 of the
receiver 30, and, in the receiver 30, is subjected to a process
reverse to the process in the transmitter 10. That is, the
received data is demodulated by a demodulator 33, and is
then decoded by an LDPC decoder 35, thereby finally
restoring the information bits.

It will be apparent to those skilled in the art that the
above-described transmission and reception processes have
been described within a minimum range required for a
description of the features of the present invention and
various processes required for data transmission may be
added.

In the following, the specific processes of encoding and
decoding that are performed using an LDPC code in the
LDPC encoder 13 or LDPC decoder 35 and the specific
configurations of encoding and decoding devices, such as
the LDPC encoder 13 and the LDPC decoder 35, are
described. The LDPC encoder 13 illustrated in FIG. 1 may
have a structure illustrated in FIG. 4, and the LDPC decoder
35 may have a structure illustrated in FIG. 5.

FIG. 2 is an operation flowchart illustrating a broadcast
signal transmission and reception method according to an
embodiment of the present invention.

Referring to FIG. 2, in the broadcast signal transmission
and reception method according to this embodiment of the
present invention, input bits (information bits) are subjected
to LDPC encoding at step S210.

That is, at step S210, an n-bit codeword is generated by
encoding k information bits using the LDPC encoder.

In this case, step S210 may be performed as in an LDPC
encoding method illustrated in FIG. 6.

Furthermore, in the broadcast signal transmission and
reception method, the encoded data is modulated at step
S220.

That is, at step S220, the encoded n-bit codeword is
modulated using the modulator.

Furthermore, in the broadcast signal transmission and
reception method, the modulated data is transmitted at step
S230.

That is, at step S230, the modulated codeword is trans-
mitted over a wireless channel via the antenna.

Furthermore, in the broadcast signal transmission and
reception method, the received data is demodulated at step
S240.

That is, at step S240, the signal transmitted over the
wireless channel is received via the antenna of the receiver,
and the received data is demodulated using the demodulator.
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Furthermore, in the broadcast signal transmission and
reception method, the demodulated data is subjected to
LDPC decoding at step S250.

That is, at step S250, the information bits are finally
restored by performing LDPC decoding using the demodu-
lator of the receiver.

In this case, step S250 corresponds to a process reverse to
that of the LDPC encoding method illustrated in FIG. 6, and
may correspond to the LDPC decoder of FIG. 5.

An LDPC code is known as a code very close to the
Shannon limit for an additive white Gaussian noise
(AWGN) channel, and has the advantages of asymptotically
excellent performance and parallelizable decoding com-
pared to a turbo code.

Generally, an LDPC code is defined by a low-density
parity check matrix (PCM) that is randomly generated.
However, a randomly generated LDPC code requires a large
amount of memory to store a PCM, and requires a lot of time
to access memory. In order to overcome these problems, a
quasi-cyclic LDPC (QC-LDPC) code has been proposed. A
QC-LDPC code that is composed of a zero matrix or a
circulant permutation matrix (CPM) is defined by a PCM
that is expressed by the following Equation 1:

Je ge12 J%n ()
Jor  ge2 J%n

H=| | . . A
JOml JOm2 . JOmn

fora; €{0,1,... ,L-1, c0}

In this equation, J is a CPM having a size of LxL, and is
given as the following Equation 2. In the following descrip-
tion, L may be 360.

10 ...0 (2)
001 0
Jixp = :
0 1
1 .0

Furthermore, J* is obtained by shifting an LxL identity
matrix I (J°) to the right i (O=i<L) times, and J* is an LxL
zero matrix. Accordingly, in the case of a QC-LDPC code,
it is sufficient if only index exponent i is stored in order to
store J', and thus the amount of memory required to store a
PCM is considerably reduced.

FIG. 3 is a diagram illustrating the structure of a PCM
corresponding to an LDPC code to according to an embodi-
ment of the present invention.

Referring to FIG. 3, the sizes of matrices A and C are gxK
and (N-K-g)x(K+g), respectively, and are composed of an
LxL zero matrix and a CPM, respectively. Furthermore,
matrix 7 is a zero matrix having a size of gx(N-K-g),
matrix D is an identity matrix having a size of (N-K-g)x
(N-K-g), and matrix B is a dual diagonal matrix having a
size of gxg. In this case, the matrix B may be a matrix in
which all elements except elements along a diagonal line
and neighboring elements below the diagonal line are 0, and
may be defined as the following Equation 3:
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Ine 0 0 .. 0 0 O 3)
g Ine O .. 0 0 0
0 Ipg Ine 0 0 0 0
Bgyg = . .. . .
0 0 0 ...l Ipg O
0 0 0 ... 0 Ipg I

where I, ; is an identity matrix having a size of LxL.

That is, the matrix B may be a bit-wise dual diagonal
matrix, or may be a block-wise dual diagonal matrix having
identity matrices as its blocks, as indicated by Equation 3.
The bit-wise dual diagonal matrix is disclosed in detail in
Korean Patent Application Publication No. 2007-0058438,
etc.

In particular, it will be apparent to those skilled in the art
that when the matrix B is a bit-wise dual diagonal matrix, it
is possible to perform conversion into a Quasi-cyclic form
by applying row or column permutation to a PCM including
the matrix B and having a structure illustrated in FIG. 3.

In this case, N is the length of a codeword, and K is the
length of information.

The present invention proposes a newly designed QC-
LDPC code in which the code rate thereof is 5/15 and the
length of a codeword is 16200, as illustrated in the following
Table 1. That is, the present invention proposes an LDPC
code that is designed to receive information having a length
0t 5400 and generate an LDPC codeword having a length of
16200.

Table 1 illustrates the sizes of the matrices A, B, C, D and
Z of the QC-LDPC code according to the present invention:

TABLE 1
Sizes
Code rate  Length A B C D Z
5/15 16200 720 x 720 x 10080 x 10080 x 720 x
5400 720 6120 10080 10080

The newly designed LDPC code may be represented in
the form of a sequence (progression), an equivalent rela-
tionship is established between the sequence and matrix
(parity bit check matrix), and the sequence may be repre-
sented, as follows:

Sequence Table

1st row: 69 244 706 5145 5994 6066 6763 6815 8509

2nd row: 257 541 618 3933 6188 7048 7484 8424 9104

3rd row: 69 500 536 1494 1669 7075 7553 8202 10305

4th row: 11 189 340 2103 3199 6775 7471 7918 10530

Sth row: 333 400 434 1806 3264 5693 8534 9274 10344

6th row: 111 129 260 3562 3676 3680 3809 5169 7308 8280
7th row: 100 303 342 3133 3952 4226 4713 5053 5717 9931
8th row: 83 87 374 828 2460 4943 6311 8657 9272 9571

oth row: 114 166 325 2680 4698 7703 7886 8791 9978 10684
10th row: 281 542 549 1671 3178 3955 7153 7432 9052 10219
11st row: 202 271 608 3860 4173 4203 5169 6871 8113 9757
12nd row: 16 359 419 3333 4198 4737 6170 7987 9573 10095
13rd row: 235 244 584 4640 5007 5563 6029 6816 7678 9968
14th row: 123 449 646 2460 3845 4161 6610 7245 7686 8651
15th row: 136 231 468 835 2622 3292 5158 5294 6584 9926
16th row: 3085 4683 8191 9027 9922 9928 10550

17th row: 2462 3185 3976 4091 8089 8772 9342

An LDPC code that is represented in the form of a
sequence is being widely used in the DVB standard.
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According to an embodiment of the present invention, an
LDPC code presented in the form of a sequence is encoded,
as follows. It is assumed that there is an information block
S=(sg, Sy, - - - Sx_; ) having an information size K. The LDPC
encoder generates a codeword A=(Ag, Ay, Ay, - . ., Apy)
having a size of N=K+M,+M, using the information block
S having a size K. In this case, M,=g, and M,=N-K-g.
Furthermore, M, is the size of parity bits corresponding to
the dual diagonal matrix B, and M, is the size of parity bits
corresponding to the identity matrix D. The encoding pro-
cess is performed, as follows:

Initialization:

M =s; fori=0,1,... K-1

270 for j=0,1, . . . M+My-1 )

First information bit A, is accumulated at parity bit
addresses specified in the 1st row of the sequence of the
Sequence Table. For example, in an LDPC code having a
length of 16200 and a code rate of 5/15, an accumulation
process is as follows:

PooPooDPho D244 P244DRo D706 P706Pho Ps1457Ps145Dh0
DPsooaPso0aDho Psoss—PsossDho Po763 Por63Dho

DPos15 Pos15PMo Pssoo™Pssoo@ho
where the addition & occurs in GF(2).

The subsequent L-1 information bits, that is, A,,, m=1,
2, ..., L-1, are accumulated at parity bit addresses that are
calculated by the following Equation 5:

(x+mxQ;)mod M, if x<M;

M +{(x-M+mx0-)mod M} if x=M, &)

where x denotes the addresses of parity bits corresponding
to the first information bit A, that is, the addresses of the
parity bits specified in the first row of the sequence of the
Sequence Table, Q,=M,/L, Q,=M,/L, and [.=360. Further-
more, Q, and Q, are defined in the following Table 2. For
example, for an LDPC code having a length of 16200 and a
code rate of 5/15, M,=720, Q,=2, M,=10080, Q,=28 and
[=360, and the following operations are performed on the
second bit A, using Equation 5:

P17 P DR PrasTP246DR Pr0s™P70sDA 1 Ps1757Ps17:DA,
Ps791=Ps701 DM,

Pe0227Pos022 Psooa™Peoo4

DPosas PosasDy PssarPsss DM
Table 2 illustrates the sizes of M;, Q,, M, and Q, of the

designed QC-LDPC code:

TABLE 2
Sizes
Code rate Length M, M, Q, Qs
5/15 16200 720 10080 2 28

The addresses of parity bit accumulators for new 360
information bits from A, to A,; , are calculated and accu-
mulated from Equation 5 using the second row of the
sequence.

In a similar manner, for all groups composed of new L
information bits, the addresses of parity bit accumulators are
calculated and accumulated from Equation 5 using new rows
of the sequence.

After all the information bits from A, to Ar_, have been
exhausted, the operations of the following Equation 6 are

sequentially performed from i=1:
(6

Pi=piBp;_ fori=0,1, ... M-1
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8

Thereafter, when a parity interleaving operation, such as
that of the following Equation 7, is performed, parity bits
corresponding to the dual diagonal matrix B are generated:

Mgy L1457 Py s4e 10T Os5<L, 0s1<Q,

M

When the parity bits corresponding to the dual diagonal
matrix B have been generated using K information bits
parity bits Ay, Ay, . . ., Axp_;, corresponding to the identity
matrix D are generated using the M, generated parity bits
Mae Mgy -+ - }"K+M1—1'

For all groups composed of L information bits from A to
Agas,—1, the addresses of parity bit accumulators are calcu-
lated using the new rows (starting with a row immediately
subsequent to the last row used when the parity bits corre-
sponding to the dual diagonal matrix B have been generated)
of the sequence and Equation 5, and related operations are
performed.

When a parity interleaving operation, such as that of the
following Equation 8, is performed after all the information
bits from Ag to Ag,,,_; have been exhausted, parity bits
corresponding to the identity matrix D are generated:

®

FIG. 4 is a block diagram illustrating an LDPC encoder
according to an embodiment of the present invention.

Referring to FIG. 4, the LDPC encoder according to this
embodiment of the present invention includes memory 310
and 320 and a processor 330.

The memory 310 is memory that is used to store an LDPC
codeword having a length of 16200 and a code rate of 5/15.

The memory 320 is memory that is initialized to O.

The memory 310 and the memory 320 may correspond to
A (70, 1, ..., N-1)and p, G=0, 1, . . ., M;+M,-1),
respectively.

The memory 310 and the memory 320 may correspond to
various types of hardware for storing sets of bits, and may
correspond to data structures, such as an array, a list, a stack
and a queue.

The processor 330 generates an LDPC codeword corre-
sponding to information bits by performing accumulation
with respect to the memory 320 using a sequence corre-
sponding to a PCM.

In this case, the accumulation may be performed at parity
bit addresses that are updated using the sequence of the
above Sequence Table.

In this case, the LDPC codeword may include a system-
atic part Ao, Ay, . . . Ax_; corresponding to the information
bits and having a length of 5400 (=K), a first parity part A,
Agots - - -5 Mgag,—1 corresponding to a dual diagonal matrix
included in the PCM and having a length of 720 (=M,=g),
and a second parity part hg,1 , Azyaziss - - - 0 Mxuarean-1
corresponding to an identity matrix included in the PCM and
having a length of 10080 (=M,).

In this case, the sequence may have a number of rows
equal to the sum (5400/360+720/360=17) of a value
obtained by dividing the length of the systematic part, that
is, 5400, by a CPM size L corresponding to the PCM, that
is, 360, and a value obtained by dividing the length M, of the
first parity part, that is, 720, by 360.

As described above, the sequence may be represented by
the above Sequence Table.

In this case, the memory 320 may have a size correspond-
ing to the sum M, +M,, of the length M, of'the first parity part
and the length M, of the second parity part.

In this case, the parity bit addresses may be updated based
on the results of comparing each x of the previous parity bit

Mg tysLoens =PatysQysve 0T 055<L, 0=1<Q,
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addresses specified in respective rows of the sequence with
the length M, of the first parity part.

That is, the parity bit addresses may be updated using
Equation 5. In this case, X may be the previous parity bit
addresses, m may be an information bit index that is an
integer larger than 0 and smaller than [, . may be the CPM
size of the PCM, Q, may be M,/L, M, may be the size of the
first parity part, Q, may be M,/L, and M, may be the size of
the second parity part.

In this case, it may be possible to perform the accumu-
lation while repeatedly changing the rows of the sequence
by the CPM size L (=360) of the PCM, as described above.

In this case, the first parity part g, Agps - -+ 5 Agaagon
may be generated by performing parity interleaving using
the memory 310 and the memory 320, as described in
conjunction with Equation 7.

In this case, the second parity part Ag,az, hgarars - - -
Agaarear,-1 may be generated by performing parity inter-
leaving using the memory 310 and the memory 320 after
generating the first parity part Ag, Ag,1s - -« s Agapgq and
then performing the accumulation using the first parity part
Ahge Mg1s  + - s Mgaary and the sequence, as described in
conjunction with Equation 8.

FIG. 5 is a block diagram illustrating an LDPC decoder
according to an embodiment of the present invention.

Referring to FIG. 5, the LDPC decoder according to this
embodiment of the present invention may include a receiv-
ing unit 410 and a decoding unit 420.

The receiving unit 410 receives an LDPC codeword that
has been encoded using a sequence that corresponds to a
PCM and is represented by the above Sequence Table.

The decoding unit 420 restores information bits from the
received LDPC codeword by performing decoding corre-
sponding to the PCM.

In this case, the sequence may be used to update the parity
bit addresses of the memory, and the parity bit addresses are
used for accumulation that is performed to generate parity
bits corresponding to the LDPC codeword.

In this case, the LDPC codeword may include a system-
atic part Ay, A, . . ., Ax_, corresponding to the information
bits, a first parity part Ag, Ag,ys - - - 5 Agaag_; cotresponding
to a dual diagonal matrix included in the PCM, and a second
parity part Aeyazs Agyazits - - - 5 Axuagear—1 corresponding
to an identity matrix included in the PCM.

In this case, the parity bit addresses may be updated based
on the results of comparing each x of the previous parity bit
addresses specified in respective rows of the sequence with
the length M, of the first parity part.

That is, the parity bit addresses may be updated using
Equation 5. In this case, X may be the previous parity bit
addresses, m may be an information bit index that is an
integer larger than 0 and smaller than [, . may be the CPM
size of the PCM, Q, may be M,/L., M, may be the size of the
first parity part, Q, may be M,/L, and M, may be the size of
the second parity part.

FIG. 6 is an operation flowchart illustrating an LDPC
encoding method according to an embodiment of the present
invention.

Referring to FIG. 6, the LDPC encoding method accord-
ing to this embodiment of the present invention initializes
the first memory that stores an LDPC codeword having a
length of 16200 and a code rate of 5/15, and second memory
at step S510.

In this case, step S510 may be performed using Equation
4.

Furthermore, in the LDPC encoding method according to
this embodiment of the present invention, an LDPC code-
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word corresponding to information bits is generated by
performing accumulation with respect to the second memory
using a sequence corresponding to a PCM at step S520.

In this case, the accumulation may be performed at parity
bit addresses that are updated using the sequence corre-
sponding to the PCM.

In this case, the LDPC codeword may include a system-
atic part Ao, Aj, . . ., Ax_; corresponding to the information
bits and having a length of 5400 (=K), a first parity part A,
Agots - - -5 Mgag,—1 corresponding to a dual diagonal matrix
included in the PCM and having a length of 720 (=M,=g),
and a second parity part hg,as, Axeaziets - - - > Mraaraan-1
corresponding to an identity matrix included in the PCM and
having a length of 10080 (=M,).

In this case, the sequence may have a number of rows
equal to the sum (5400/360+720/360=17) of a value
obtained by dividing the length of the systematic part, that
is, 5400, by a CPM size L corresponding to the PCM, that
is, 360, and a value obtained by dividing the length M, of the
first parity part, that is, 720, by 360.

As described above, the sequence may be represented by
the above Sequence Table.

In this case, the parity bit addresses may be updated based
on the results of comparing each x of the previous parity bit
addresses specified in respective rows of the sequence with
the length M, of the first parity part.

That is, the parity bit addresses may be updated using
Equation 5. In this case, X may be the previous parity bit
addresses, m may be an information bit index that is an
integer larger than 0 and smaller than [, L may be the CPM
size of the PCM, Q, may be M,/L., M, may be the size of the
first parity part, Q, may be M,/L., and M, may be the size of
the second parity part.

In this case, it may be possible to perform the accumu-
lation while repeatedly changing the rows of the sequence
by the CPM size L (=360) of the PCM, as described above.

In this case, the first parity part Ag, Ag,1s - - - 5 Agaar—1
may be generated by performing parity interleaving using
the memory 310 and the memory 320, as described in
conjunction with Equation 7.

In this case, the second parity part Ag,ar. Agoagers - - - 5
Mgoasens,—1 May be generated by performing parity inter-
leaving using the memory 310 and the memory 320 after
generating the first parity part Ax, Ag.,1, . - - Agiag_; and then
performing the accumulation using the first parity part A,
Agats + + s Agaar-1 and the sequence, as described in
conjunction with Equation 8.

FIG. 7 is a graph plotting the performance of a QC-LDPC
code having a length of 16200 and a code rate of 5/15
according to an embodiment of the present invention against
E,/N,.

The graph illustrated in FIG. 7 illustrates results that were
obtained on the assumption that a log-likelihood ratio
(LLR)-based sum-product algorithm in which binary phase
shift keying (BPSK) modulation and 50 rounds of repetitive
decoding were performed was used for computational
experiments. As illustrated in FIG. 7, it can be seen that the
designed code is away from the Shannon limit by about 1.2
dB at BER=107°.

At least one embodiment of the present invention has the
advantage of providing a new LDPC codeword having a
length of 16200 and a code rate of 5/15, which is capable of
being used for general purposes.

At least one embodiment of the present invention has the
advantage of providing an LDPC encoding technique that is
capable of efficiently performing LDPC encoding using a
sequence having a number of rows equal to a value that is
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obtained by dividing the sum of the length of the systematic
part of an LDPC codeword, that is, 5400, and the length of
the first parity part of the LDPC codeword, that is, 720, by
360.

Although the specific embodiments of the present inven-
tion have been disclosed for illustrative purposes, those
skilled in the art will appreciate that various modifications,
additions and substitutions are possible without departing
from the scope and spirit of the invention as disclosed in the
accompanying claims.

What is claimed is:
1. A low density parity check (LDPC) encoder, compris-
ing:

first memory configured to store an LDPC codeword
having a length of 16200 and a code rate of 5/15;

second memory configured to be initialized to 0; and

a processor configured to generate the LDPC codeword
corresponding to information bits by performing accu-
mulation with respect to the second memory using a
sequence corresponding to a parity check matrix
(PCM),

wherein the sequence is represented by the following
Sequence Table:

Sequence Table

1st row: 69 244 706 5145 5994 6066 6763 6815 8509

2nd row: 257 541 618 3933 6188 7048 7484 8424 9104

3rd row: 69 500 536 1494 1669 7075 7553 8202 10305

4th row: 11 189 340 2103 3199 6775 7471 7918 10530

Sth row: 333 400 434 1806 3264 5693 8534 9274 10344

6th row: 111 129 260 3562 3676 3680 3809 5169 7308 8280
7th row: 100 303 342 3133 3952 4226 4713 5053 5717 9931
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-continued

Sequence Table

8th row: 83 87 374 828 2460 4943 6311 8657 9272 9571

oth row: 114 166 325 2680 4698 7703 7886 8791 9978 10684
10th row: 281 542 549 1671 3178 3955 7153 7432 9052 10219
11st row: 202 271 608 3860 4173 4203 5169 6871 8113 9757
12nd row: 16 359 419 3333 4198 4737 6170 7987 9573 10095
13rd row: 235 244 584 4640 5007 5563 6029 6816 7678 9968
14th row: 123 449 646 2460 3845 4161 6610 7245 7686 8651
15th row: 136 231 468 835 2622 3292 5158 5294 6584 9926
16th row: 3085 4683 8191 9027 9922 9928 10550

17th row: 2462 3185 3976 4091 8089 8772 9342.

2. The LDPC encoder of claim 1, wherein the LDPC
codeword comprises a systematic part corresponding to the
information bits and having a length of 5400, a first parity
part corresponding to a dual diagonal matrix included in the
PCM and having a length of 720, and a second parity part
corresponding to an identity matrix included in the PCM and
having a length of 10080.

3. The LDPC encoder of claim 2, wherein the sequence
has a number of rows equal to a sum of a first value and a
second value, the first value being obtained by dividing the
length of the systematic part by a circulant permutation
matrix (CPM) size corresponding to the PCM and the
second value being obtained by dividing the length of the
first parity part by the CPM size.

4. The LDPC encoder of claim 1, wherein the accumu-
lation is performed at parity bit addresses that are updated
using the sequence.

5. The LDPC encoder of claim 4, wherein the accumu-
lation is performed while the rows of the sequence are being
repeatedly changed by a CPM size of the PCM.
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